
→ Heavy duty one-piece frame helps protect from impact damage and extends the operating life. 

→ No-tool access to the engine creates an easy maintenance experience.

→ Fully-adjustable suspension seat and tilt steering column supports operator comfort on the job.

13,500 - 15,500 lb. Capacity 8963 Series

V 1.2

HT60CT - HT70CT
Internal Combustion Counterbalance Forklift
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 Standard equipment	  Optional equipment 

STANDARD & OPTIONAL EQUIPMENT
Dr

iv
e 

sy
st

em

PSI 4X 4.3L V6 engine

EPA/CARB emissions compliance

Automatic engine protection system

Two-speed powershift transmission

Power-assisted disc brakes

High air intake with heavy duty air cleaner

UL Type-LP construction

Travel speed reduction

High-mounted air pre-cleaner

Additional protection air filter cartridge

Op
er

at
or

 a
ss

is
ta

nc
e

Fixed-mount LPG tank bracket

Low-fuel warning light indication

Power-assisted steering system

Entry grip handle

Rear handle with horn button 

Dual, halogen front worklights

Seat switch with traction interrupt function

Swing-down LPG tank bracket

Steering wheel spinner knob

Rear worklights

LED stop/tail/reverse lighting

LED turn signals, front

Dual, external rear view mirrors

Additional storage tray

Lo
ad

 h
an

dl
in

g

Three-pedal controls (inching / brake / accelerator)

Directional control lever on steering column

3-function main hydraulic control valve

Cowl-mounted mast control levers

High-mounted tilt cylinders

4-function main hydraulic control valve

Clamp-release interlock

Auxiliary hose reeving high-termination kit

Quick-disconnect hydraulic fittings

Pressure reduction valve

Model / Equipment HT60CT - HT70CT 
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 Standard equipment	  Optional equipment 

STANDARD & OPTIONAL EQUIPMENT
W

or
kp

la
ce

Standard 91.0" overhead guard

Full-suspension drivers seat with standard vinyl covering

Vibration-isolated operator cell

High-visibility orange seat belt 

Tilt-adjustable steering column

Low-profile 87.0" overhead guard

Full-suspension drivers seat with comfortable fabric covering

Limited-suspension seat for low-profile overhead guard

Audible back-up alarm

Flashing strobe light

M
as

t Triplex masts

Auxiliary function hydraulic hose reeving

Ca
rr

ia
ge

55" ITA Class IV, 6-roller fork carriage

Additional fork carriage widths

Hang-on sideshifting fork carriage

Load backrest, 48"

Ti
re

s Black rubber cushion tires

Non-marking rubber cushion tires

Se
rv

ic
e 

& 
W

ar
ra

nt
y

Tool-free floorboard for easy access

Standard warranty, 1-year / unlimited hours

Powertrain warranty, 2-year / 4,000-hours

Warranty extension, 1-year / 2,000-hours (additionally)

Model / Equipment HT60CT - HT70CT 



TECHNICAL DATA
Ch
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tic
s

1.1 Manufacturer LINDE

1.2 Manufacturer type designation HT60CT HT70CT

1.3 Drive system LPG LPG

1.4 Operator type Rider seated Rider seated

1.5 Rated capacity Q lb kg 13,500 6,000 15,500 7,000

1.6 Load center distance c in mm 24 600 24 600

1.8 Load distance, center of drive axle to fork(1) x in mm 19.7 500 19.7 500

1.9 Wheelbase y in mm 75.0 1,905 75.0 1,905

W
ei

gh
ts 2.1 Service weight lb kg 18,809 8,532 18,809 8,532

2.2 Axle weights, loaded front/rear lb kg 28,922 / 3,387 13,119 / 1,536 28,922 / 3,387 13,119 / 1,536

2.3 Axle weights, unloaded front/rear lb kg 7,804 / 11,005 3,540 / 4,992 7,804 / 11,005 3,540 / 4,992

W
he

el
s

3.1 Tire type Cushion Cushion Cushion Cushion

3.2 Tire size, front 22 x 14 x 16 22 x 14 x 16 22 x 14 x 16 22 x 14 x 16

3.3 Tire size, rear 22 x 8 x 16 22 x 8 x 16 22 x 8 x 16 22 x 8 x 16

3.5 Wheels, number front/rear (× = driven wheels) 2x / 2 2x / 2 2x / 2 2x / 2

3.6 Track width, front b10 in mm 44.8 1,138 44.8 1,138

3.7 Track width, rear b11 in mm 42.0 1,067 42.0 1,067

Di
m

en
si

on
s

4.1 Tilt range, forward/backward α/β (°) α/β (°) 5 / 6 5 / 6 5 / 6 5 / 6

4.2 Height of mast, lowered h1 in mm See table See table See table See table

4.3 Free lift h2 in mm See table See table See table See table

4.4 Maximum fork height H in mm See table See table See table See table

4.7 Overhead guard height h6 in mm 91.0 2,311 91.0 2,311

4.8 Seat height h7 in mm 42.3 1,150 42.3 1,150

4.12 Tow coupling height h10 in mm 13.3 337 13.3 337

4.19 Overall length l1 in mm 160.3 4,072 163.1 4,143

4.20 Length to face of forks(1) l2 in mm 113.1 2,873 115.9 2,943

4.21 Overall width b1 / b2 in mm 58.8 1,494 58.8 1,494

4.22 Fork dimensions s / e / l in mm 2.5 x 6 x 48 65 x 150 x 1220 2.5 x 6 x 48 65 x 150 x 1220

4.23 Fork carriage, ITA Class/Type Class IV / Hook-type Class IV / Hook-type Class IV / Hook-type Class IV / Hook-type

4.24 Fork carriage width b3 in mm 55.0 1,397 55.0 1,397

4.31 Ground clearance, loaded, below mast m1 in mm 3.8 96 3.8 96

4.32 Ground clearance, center of wheelbase m2 in mm 6.1 155 6.1 155

4.34 Aisle width for pallets 40" x 48"(2) Ast in mm 178.8 4,538 181.1 4,597

4.34a Minimum right-angle stacking width(1) in mm 124.8 3,169 127.1 3,228

4.35 Turning radius Wa in mm 105.1 2,669 107.4 2,728

4.36 Inside turning radius b13 in mm 11.7 297 11.7 297

Pe
rf

or
m

an
ce

5.1 Travel speed, loaded/unloaded mph km/h 10.3 / 10.4 16.5 / 16.5 10.2 / 10.4 16.3 / 16.6

5.2 Lift speed, loaded/unloaded fpm m/s 62 / 81 0.31 / 0.41 60 / 81 0.30 / 0.41

5.3 Lowering speed, loaded/unloaded fpm m/s 75 / 58 0.38 / 0.30 75 / 58 0.38 / 0.30

5.5 Tractive force, loaded/unloaded lbf N 9,470 / 4,470 42,120 / 19,885 9,420 / 4,450 41,900 / 19,795

5.7 Gradeability, loaded/unloaded % % 32 / 20 32 / 20 30 / 18 30 / 18

5.10 Service brake Power-assist disc Power-assist disc Power-assist disc Power-assist disc

Dr
iv

e

7.1 Engine manufacturer / type PSI 4X 4.3L T4 PSI 4X 4.3L T4 PSI 4X 4.3L T4 PSI 4X 4.3L T4

7.2 Engine power hp kW 110 82 110 82

7.3 Rated speed rpm rpm 2,400 2,400 2,400 2,400

7.4 Number of cylinders / displacement (—)/(in3) (—)/(L) 6 / 262 6 / 4.3 6 / 262 6 / 4.3

Ot
he

r 10.1 Operating pressure for attachments psi bar 2,300 158 2,300 158

10.7 Sound pressure level (driver's seat) dB (A) dB (A) 81 81 81 81

(1) Dimensions with triplex mast. Standard mast reduces by 0.8" (20mm)

(2) Includes 6" (150mm) operating clearance



TECHNICAL DATA

For corresponding data, see Technical Data Chart*Refer to Technical Data Chart 
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MAST & CAPACITY TABLES

h1: Height of mast, lowered         h2: Free lift         H: Lift height

Mast Table Lifting Capacity at 24" Load Center

Mast
Type Tilt h1

(lowered height)
H

(lift height)
h2

(free lift) Fork Carriage Integrated 
Sideshifter

Tr
ip

le
x

Degrees in mm in mm in mm lb kg lb kg

11F / 6B 87.9 2,233 135.0 3,429 50.0 1,270 13,500 6,120 13,500 6,120

11F / 6B 92.0 2,337 150.0 3,810 55.0 1,397 13,500 6,120 13,500 6,120

6F / 5B 100.0 2,540 174.0 4,420 63.0 1,600 13,500 6,120 13,000 5,890

6F / 5B 105.0 2,667 189.0 4,801 68.0 1,727 13,500 6,120 13,000 5,890

3F / 5B 108.0 2,743 198.0 5,029 72.0 1,829 13,350 6,050 12,300 5,580

3F / 5B 119.0 3,023 222.0 5,639 83.0 2,108 12,500 5,670 12,000 5,440

3F / 5B 139.3 3,538 275.0 6,985 103.0 2,616 10,000 4,530 9,500 4,310

HT60CT

Mast Table Lifting Capacity at 24" Load Center

Mast
Type Tilt h1

(lowered height)
H

(lift height)
h2

(free lift) Fork Carriage Integrated 
Sideshifter

Tr
ip

le
x

Degrees in mm in mm in mm lb kg lb kg

11F / 6B 87.9 2,233 135.0 3,429 50.0 1,270 15,500 7,030 15,000 6,800

11F / 6B 92.0 2,337 150.0 3,810 55.0 1,397 15,500 7,030 15,000 6,800

6F / 5B 100.0 2,540 174.0 4,420 63.0 1,600 15,500 7,030 15,000 6,800

6F / 5B 105.0 2,667 189.0 4,801 68.0 1,727 15,500 7,030 15,000 6,800

3F / 5B 108.0 2,743 198.0 5,029 72.0 1,829 15,350 6,960 14,850 6,730

3F / 5B 119.0 3,023 222.0 5,639 83.0 2,108 14,500 6,570 14,000 6,350

3F / 5B 139.3 3,538 275.0 6,985 103.0 2,616 12,000 5,440 11,500 5,210

HT70CT



CHARACTERISTICS

Performance

	→ Field-proven LPG engine built for smoother and more quiet operation.

	→ Hydraulic system uses load-sensing flow control valve for steering to reduce 

horsepower loss and heat buildup.

	→ Controlled lowering independent of engine speed.

	→ Sectional hydraulic design allows for easy addition of extra functions.

Maintenance

	→ No tools required to remove engine cover.

	→ Hardened exhaust and intake valves provide long life.

	→ System can be simply diagnosed using automotive-style malfunction light and 	

fault codes.

	→ No exposed seals or driveshafts to wear or collect debris.

Ergonomics

	→ Left inching pedal operation allows for precisely controlled travel speeds during 		

high-speed lifting.

	→ Excellent visibility through nested mast.

	→ Thick floor mat reduces vibration and noise level.

	→ Fully-adjustable suspension seat and tilt steering column supports operator comfort on the job.

Safety

	→ Brakes are applied with a hydraulic servo-type power brake valve.

	→ Optional rear handle with horn button increases operational awareness.

	→ Electronically controlled engine has low emissions.

	→ Silent staging reduces shock and vibrations.

KION North America Corporation
2450 West 5th North Street, Summerville, SC 29483
Phone: (843) 875.8000  

For more information on Linde Material Handling equipment, please contact:


